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you certify to the same numerical
standards (and FELs if the engines are
certified using ABT) for gaseous pollut-

§1039.107

ants as you certified under the Tier 3
requirements of 40 CFR part 89.

TABLE 1 OF § 1039.104—ALTERNATE FEL CAPS

Maximum engine power

19 <kW <56 ... e
56 <kW < 1303
130 <kW <560 .... RO
kW > 5606

Model years Model years
PM FEL cap, for the NOx FEL cap, for the
9/kW-hr alternate PM 9/kW-hr1 alternate NOx
FEL cap FEL cap
0.30 22012-2015 | .cooveereeeieien
0.30 2012-2015 3.8 42012-2015
0.20 2011-2014 3.8 52011-2014
0.10 2015-2018 35 2015-2018

1The FEL cap for engines demonstrating compliance with a NOx + NMHC standard is equal to the previously applicable NOx
+ NMHC standard specified in 40 CFR 89.112 (generally the Tier 3 standards).

2For manufacturers certifying engines under Option #1 of Table 3 of §1039.102, these alternate FEL caps apply to all 19-56
kW engines for model years from 2013 through 2016 instead of the years indicated in this table. For manufacturers certifying en-
gines under Option #2 of Table 3 of §1039.102, these alternate FEL caps do not apply to 19-37 kW engines except in model

years 2013 to 2015.

3For engines below 75 kW, the FEL caps are 0.40 g/kW-hr for PM emissions and 4.4 g/kW-hr for NOx emissions.

4 For manufacturers certifying engines in this power category using a percentage phase-in/phase-out approach instead of the
alternate NOx standards of § 1039.102(e)(1), the alternate NOx FEL cap in the table applies only in the 2014—2015 model years
if certifying under § 1039.102(d)(1), and only in the 2015 model year if certifying under § 1039.102(d)(2).

5 For manufacturers certifying engines in this power category using the percentage phase-in/phase-out approach instead of the
alternate NOx standard of § 1039.102(e)(2), the alternate NOx FEL cap in the table applies only for the 2014 model year.

6 For engines above 560 kW, the provision for alternate NOx FEL caps is limited to generator-set engines.

(5) You may certify engines under
this paragraph (g) in any model year
provided for in Table 1 of this section
without regard to whether or not the
engine family’s FEL is at or below the
otherwise applicable FEL cap. For ex-
ample, a 200 KW engine certified to the
NOx + NMHC standard of §1039.102(e)(3)
with an FEL equal to the FEL cap of
2.8 g/KW-hr may nevertheless be cer-
tified under this paragraph (g).

(6) For engines you produce under
this paragraph (g) after the Tier 4 final
standards take effect, you may certify
based on a NOx + NMHC FEL as de-
scribed in Table 1 of this section. Cal-
culate emission credits for these en-
gines relative to the applicable NOx
standard in §1039.101 or §1039.102, plus
0.1 g/KW-hr.

(h) Delayed compliance with labeling
requirements. Before the 2011 model
year, you may omit the dates of manu-
facture from the emission control in-
formation 1label as specified in
§1039.135(c)(6) if you keep those records
and provide them to us upon request.

[69 FR 39213, June 29, 2004, as amended at 70
FR 40462, July 13, 2005; 72 FR 53130, Sept. 18,
2007; 75 FR 22988, Apr. 30, 2010; 75 FR 68461,
Nov. 8, 2010; 79 FR 7083, Feb. 6, 2014]

§1039.105 What smoke standards must
my engines meet?

(a) The smoke standards in this sec-
tion apply to all engines subject to

emission standards under this part, ex-
cept for the following engines:

(1) Single-cylinder engines.

(2) Constant-speed engines.

(3) Engines certified to a PM emis-
sion standard or FEL of 0.07 g/kKW-hr or
lower.

(b) Measure smoke as specified in
§1039.501(c). Smoke from your engines
may not exceed the following stand-
ards:

(1) 20 percent during the acceleration
mode.

(2) 15 percent during the lugging
mode.

(3) 50 percent during the peaks in ei-
ther the acceleration or lugging modes.

§1039.107 What evaporative emission
standards and requirements apply?

There are no evaporative emission
standards for diesel-fueled engines, or
engines using other nonvolatile or non-
liquid fuels (for example, natural gas).
If your engine uses a volatile liquid
fuel, such as methanol, you must meet
the evaporative emission requirements
of 40 CFR part 1048 that apply to spark-
ignition engines, as follows:

(a) Follow the steps in 40 CFR 1048.245
to show that you meet the require-
ments of 40 CFR 1048.105.

(b) Do the following things in your
application for certification:

(1) Describe how your engines control
evaporative emissions.
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